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We are committed to creating unique products that suit 
our customer’s needs and bring out the best customer 
experience. We will now guide you through the detailed 
product description and the operating procedures 
step-by-step. Also, we are happy to offer further techni-
cal support whenever you need us!

Your New Adventure

Product Features

Guaranteed purity: Produces greater than 99.995% consistently pure 
hydrogen with highest quality output mainly good for your health.
Sufficient supply of hydrogen: It is advised 100mL/min is the optimum 
quantity of hydrogen consumption. 
Light and portable: Its lightness and international-voltage compati-
bility make you feel easy to travel around with it. 
Easiest installation and operation: The installation merely takes you 
less than 1 minute and you will have the best hydrogen experience 
with just one click. 
Maximum protection: Equipped with overheating auto shutdown 
design and topple-proof protection device.
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About Hydrogen Generator 

1.
2.

Power button
H2 display window

3.
4.
5.
6.

7.

H2 vent
Water refill port
O2 vent
Connection port for hydrogen 
drink bottle
Connection port for power cord

Nasal cannula 
Power cord
Adapter
connection cord 
(for hydrogen drink bottle only )
water collection vial
filter

1.
2.
3.
4.

5.
6.
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Unscrew the lid of water refill port, pour pure water or distilled water 
until it reaches the upper edge of the rib inside the tank, put in the 
filter, and then screw the lid of water refill port.  

Connect the adapter to the connection port for power cord. (Await few 
seconds for auto inspection every time when you reconnect the power cord . It’s 
normal if you find other functions are idle and power button flashes blue, during auto 
inspection process.) 

Installation



5 seconds
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Activation

Please gently shake the product to exhaust bubble inside the machine 
when you use the product first time. Press the power button for 5 seconds 
along with BEEP sound to enter activation mode. You can see power 
button and H2 display window flash blue by turns during activation 
mode. Please wait 2 hours before activation process finishes.  

Please make sure the H2 vent is open and the O2 vent is pulled up during 
activation.  
Carry out this process if you haven’t used the product for a long time. 
Please refer to ATTENTION clause 10 for more information. 

O2 ventH2 vent

Open the H2 vent, pull up the cap of O2 vent. 
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Nasal cannula
Water collection vial

Start

Put on nasal cannula after connecting it with water collection vial and 
H2 vent. (please see below) 

Press power button and start using the machine. (the machine will be 
automatically shut down after running 2 hours)



When air lock occurs, you will see the H2 display window flashes 
red along with BEEP sound, please press the power button to 
clear off the red light and dry up the nasal cannula or pour 
away the water inside the water collection vial before reuse the 
machine again. It is suggested to replace a new nasal cannula 
if the red light can’t be cleared off.
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Full of water

Lack of water

Air lock

When machine lacks water, you will see the solid red light inside 
H2 display window along with BEEP sound. Please fill up pure 
water until it reaches the upper edge of the rib inside the tank.
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Filter

Open the water refill port and replace the filter.

Press the power button to turn it off.

Please refer to the following steps to replace the filter 
when the blue light of H2 display window flashes.

Close the water refill port and press the power button 
along with BEEP sound until the blue light clears off.
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01.Please make sure the cap of O2 vent is pulled up before using the machine.
02.Please use the product at a ventilated place. Heat would be dissipated from the back side of 

the machine. So please keep it widely open.
03.Please plug the power cord firmly for the safety concerns.
04.Please keep the product in its balance to avoid activating topple-proof protection devise to 

shut down.
05.When the internal temperature is too high, the product will be automatically shut down and 

you can see the red light and blue light flashes by turns inside the H2 display window. Please 
press the power button until the lights clear off and reboot it after the temperature goes down. 

06.If the water tank is overfilled, please pour out some water and dry up the surface of the 
machine. Please make sure no water drops on the heat dissipation part (back side of the 
machine).

07.The built-in protection mechanism will automatically cut off the power in the event of abnor-
malities. Please check the indicator lights and reboot after the problems eliminated. Please 
contact us. If the problems persist do not disassemble and repair the product by yourself. 

08.Children shall not use this product without adult supervision. 
09.Please stop using this product if you suffer any discomfort after using it. 

01.Please use the specified filter inside the product. Other kinds of filters might reduce the lifespan 
of the product.

02.Please fill up the machine with pure water or distilled water. Other kinds of water might reduce 
the lifespan of the product.

03.It is suggested the nasal cannula should be replaced every 2 months, however please replace 
it monthly if you are a high-frequency user.

04.During operation, it is normal that steam may be generated inside the nasal cannula due to 
temperature variances. Simply fling the water off.

05.It is highly suggested to connect a water collection vial between nasal cannula and machine. 
It is in order to avoid inhaling drops of water while the machine is working. 

06.You can find out the machine produces H2 by looking at the H2 display window. Every time 
when you turn on the machine, it will reach the maximum H2 production after 5 minutes, when 
you see the most bubbles inside the H2 display window.

07.If you like to check whether the machine is producing H2 normally or not, just put the nasal 
cannula into the water to see if there is any bubble inside the water. Please contact us if you 
see the bubble only shows inside the H2 display window but not in the water. (please refer to 
our contact information on page 10)

08.In case of long-distance carry, please make sure you press down the cap of both O2 vent and 
H2 vent to firmly close the vents, to avoid the water flows out from the machine.

09.Use the product at least once is suggested. Please pour the water away if you haven’t used it 
for more than 2 weeks. Please fill up pure or distilled water and carry out the activation process 
before you intend to reuse it again. 

10.Please carry out the activation process if you find the bubble is getting fewer inside the H2 
display window.

11.If the water tank is overfilled, the water may be spurted from the H2 vent, then please pour out 
some water to eliminate this situation.

Attention

Safety
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Model
H2 F low Output
H2 Pur i ty
Input Voltage
Power Consumption
Dimensions
Water Qual i ty
Net Weight
Place of Production

Specification

CHY100HA
100 ± 10% mL/min.
> 99.995%
AC100-240V, 50-60Hz
< 60 W
130 x 120 x 203 mm
< 5 μs/cm
900 g
Taiwan 




